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GLASS, GLAZING & GLAZING MATERIALS
BY WAUSAU WINDOW AND WALL SYSTEMS
BAAN#
187061
@ EXTERIOR GLAZING
(1) SILICONE CAP BEAD[CONSUMABLE]
(2) TAPE,POLYSHIM 11,150 X .250 (#142748) [CONSUMABLE]
(+) TOE BEAD 6 TO 8 INCHES BOTH
DIRECTIONS (ALL 4 CORNERS) [CONSUMABLE]
SETTING BLOCK,STEPPED (.25 x 1.12 x 4 LG, #139985) [CONSUMABLE]
@ DRIVE=IN GLAZING WEDGE (# 5218) [CONSUMABLE]
e o0
1
ol S @ INTERIOR GLAZING
OPP. OPP. 5 e 2 5 2 (3) 140348 .060 X .375 TREMCO 920 TAPE [CONSUMABLE]
2 2 2 i 2 132209 NEOPRENE SETTING BLOCK 1/8” X 1/4” X 2" LONG [CONSUMABLE]
® ® ® © © (23 IF ACCESS DOOR SIZE IS, > 15 FT2 APPLY A STRUCTURAL
[ SILICONE TOE BEAD 6-8" IN BOTH DIRECTIONS FROM EACH CORNER [CONSUMABLE]
= D4 D17 g
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R SEE GLAZING DETAIL FOR NOTATION SEE GLAZING DETAIL FOR NOTATION SEE GLAZING DETAIL FOR NOTATION SEE GLAZING DETAIL FOR NOTATION SEE GLAZING DETAIL FOR NOTATION
o po HEAT STRENGTHENED GLASS
)|
Xl
OPP. OPP.
3 3/16 DLO 17/8 DLO 35/16 DLO 3 3/16 DLO 35/16 DLO
1
1/2 WIN' DIM 1/2 WIN DIM 1/2 WIN DIM 1/2 WIN DIM 1/2 WIN DIM 59
B3 BT ROUGH OPENING ROUGH OPENING ROUGH OPENING ROUGH OPENING ROUGH OPENING D U A L G L A Z E D W/W B L‘ N D S
WD WD
NOTES:
1. SIZE LIMITATIONS et 0171 ons
T T 3/HEAD IF BLIND IS > 4 FEET
A. OPERABLE LITES: MAXINUM CASEMENT 36w X 60 h. VMUNTINS REQUIRE
99 99
B. OPERABLE LITES: MAXIMUM AWNINGS & HOPPERS 60w X 36 h. HEAT STRENGTH ECNDED ol ASS
99 99 L
C. FIXED LITES: MAXIMUM 60w X 84 h. =
APPLY @ 1/4 POINTS OR "
3/SILL O YAMB I D.L.O. 3|
. o
2. HARDWARE INFORMATION g () L%
A. S.S. 4—-BAR HINGE, BUTT HINGE, CAMS, KEEPERS, : /®>
) 2 2
CONCEALED LOCKS, ROTO'S, LIMIT STOPS. 3 2 = 2
B. 5/8” OR 17 BLINDS INSTALLED BY WAUSAU, : o : o 1@
5. AR & WATER INFILTRATION @
A1 cfm/ft @ 6.24 psf (vents)
B. 0.06 cfm/sqft @ 6.24psf (fixed) 8 e SLCONE ORP (BLACK) R
TOP & BOTTOM
C. 12 psf S D4 = D17 [GLAZER] /SR N
4. FRAME CONSTRUCTION R BAANS
A. JAMBS RUN THROUGH. : _ exTERoR o M iy
g E IF AT ALL POSSIBLE) @ EXTERIOR GLAZING
1 2 805939 ] 2 805947 @ SILICONE CAP BEAD [CONSUMABLE]
5. SASH CONSTRUCTION 8 ¢ @(l;'[‘/xssléDEcL%E\ﬁE &G(%LAAZZWSMATER\AL 77 (2) TAPEPOLYSHIM 11,150 X .250 (#142748) [CONSUMABLE]
A. MITERED, CORNER BLOCKED, AND CRIMPED. 2 3 g BY WAUSAU WINDOW AND WALL SYSTEMS / \_ meuco o1-s22 Tape @ RO AT % "CERNERS) Tonsumseie)
g g (1) SILICONE CAP BEAD [CONSUMABLE] 1/8" THICK Moot For e ™ (8) SETTING BLOCK 1/4 x 3/8 (#330487)[CONSUMABLE]
g 3 AISMINUM MUNTIN EX(E’ESE‘[[))\SGAQ‘DW{)%J"T.S‘DE) (15 DRIVE-IN GLAZING WEDGE (# 5218)[CONSUMABLE]
e o TAPE,POLYSHIM 11,150 X .250 (#142748 -
6. OPTIONAL: ACCESS DOORS AND SCREENS b B @ TOE ’BEAD 6 TO ’8 INCHES BOT:# ) e BEMCT%\SKT}QZ}Z/F;E\DE FOR aroe
DIRECTIONS (ALL 4 CORNERS) [CONSUMABLE] MUNTINS EXCEEDING 1 1/2". @
- INTERIOR GLAZING
() SETTING BLOCK,STEPPED (.25 x 1.12 x 4 LG, #139985) [CONSUMABLE] SHOP APPLIED
MUNTINS ON INSULATING GLASS @ 140348 .060 X .375 TREMCO 920 TAPE [CONSUMABLE]
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INTERMEDIATE HORIZONTAL SECTIONS

(15) DRIVE-IN GLAZING WEDGE (#5115) [CONSUMABLE]

GLAZING DETAILS

UNIT BOTH SURFACES
132209 NEOPRENE SETTING BLOCK 1/8" X 1/4” X 2" LLONG [CONSUMABLE]

@ IF ACCESS DOOR SIZE IS > 15 FT? APPLY A STRUCTURAL
SILICONE TOE BEAD 6-8" IN BOTH DIRECTIONS FROM EACH CORNER [CONSUMABLE]

MUNTIN GLAZING ACCESS DOORS AND BLINDS
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NOTES:
1. SIZE LIMITATIONS
A. OPERABLE LITES: MAXINUM CASEMENT 36™w X 607h.
B. OPERABLE LITES: MAXIMUM AWNINGS & HOPPERS 60"w X 36h.
C. FIXED LITES: MAXIMUM 607w X 847h.
2. HARDWARE INFORMATION
A. S.S. 4-BAR HINGE, BUTT HINGE, CAMS, KEEPERS, :
CONCEALED LOCKS, ROTO'S, LIMIT STOPS. .
B. 5/8” OR 17 BLINDS INSTALLED BY WAUSAU, 2 :
3. AR & WATER INFILTRATION 1 : —
A. 1 cfm/ft @ 6.24 psf (vents)
B. 0.06 cfm/sqft @ 6.24psf (fixed)
C. 12 pSf § 995841 D17
4. FRAME CONSTRUCTION ) INSIDE BEAD GLAZING .
A. JAMBS RUN THROUGH. BV KUSAD  WRDOW AND WALL SelENS
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Pl: PROJECT—=IN
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NOTES:
1. SIZE LIMITATIONS

A. OPERABLE LITES: MAXINUM CASEMENT 36”w X 607h.

B. OPERABLE LITES: MAXIMUM AWNINGS & HOPPERS 607w X 367h.

C. FIXED LITES: MAXIMUM 60"w X 847h.

2. HARDWARE INFORMATION
A. S.S. 4—BAR HINGE, BUTT HINGE, CAMS, KEEPERS,

CONCEALED LOCKS, ROTQ’S, LIMIT STOPS.
B. 5/8” OR 17 BLINDS INSTALLED BY WAUSAU,

5. AIR & WATER INFILTRATION

A. 1 cfm/ft @ 6.24 psf (vents)
B.

C.

0.06 cfm/sqgft @ 6.24psf (fixed)
12 psf

4. FRAME CONSTRUCTION
A. JAMBS RUN THROUGH.

5. SASH CONSTRUCTION
A. MITERED, CORNER BLOCKED, AND CRIMPED.

6. OPTIONAL: ACCESS DOORS AND SCREENS

SERIES:

ADVANTAGE

" WAUSAU

7800 International Drive

Phone: (715) 845-2161

P.0. Box 1746 For. (7115) 843-4350 | AST UPDATED: 01/21/10

Wausau, WI. 54402-1746 www.wausauwindow.com

22501 IN.vent (2%”DEEP)

GLAZING DETAILS

@ INSIDE BEAD GLAZING

GLASS, GLAZING & GLAZING MATERIAL
BY WAUSAU WINDOW AND WALL SYSTEMS

(1) SILICONE CAP BEAD [CONSUMABLE]

(2) TAPE,POLYSHIM 11,.150 X .250 (#142748)  [CONSUMABLE]

TOE BEAD 6 TO 8 INCHES BOTH
DIRECTIONS (ALL 4 CORNERS) [CONSUMABLE]
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GLASS, GLAZING & GLAZING MATERIALS
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BAANG
187001

@ EXTERIOR GLAZING

(D SILICONE CAP BEAD[consuusLe]
(2) TAPEPOLYSHIM 150 X .250 (#142748) [consumaste]
(® IPE BEAD 670 8 INCHES BOTH
DIRECTIONS (ALL 4 CORNERS) [CONSUNABLE]
(®) SETTING BLOCK,STEPPED (.25 x 1.12 x 4 LG, #139985) [coNsuaBle]
( ORIVECIN GLAZING WEDGE (# 5218) [oonsuuple)

BAANY
187081

@ INTERIOR GLAZING

(3 140348 060 X .375 TREMCO 920 TAPE [CONSUNABLE]
132209 NEOPRENE SETTING BLOCK 1/8" X 1/4" X 2" LONG [coNsumABLe]

5 @ 1 ACCESS DOOR SIZE IS, > 15 FT2 APPLY A STRUCTURAL
2 SILICONE TOE BEAD 6-8" IN BOTH DIRECTIONS FROM EACH CORNER [CONSUMABLE]

®
©
®

OPP. OPP.

®
(2

-

A Nm BLINDS MAY REQUIRE

i P PO HEAT STRENGTHENED GLASS
L=
OPP. OPP.
35/16 DLO 3316 DLO 3 3/15 DLO 1 7/5 DLO 35/16 DLO b3l
1/2 WIN DIM 1/2 WN DIM 1/2 WIN DIM 1/2 WIN DIM 1/2 WIN DIM D U A L G L A Z E D \N//‘ B L‘ N D S
ROUGH OPENING ROUGH OPENING ROUGH OPENING ROUGH OPENING ROUGH OPENING
PI: PROJECT-IN

PO:PROJECT-OUT REFERENCE ELEVATIONS JAMB SECTIONS

NOTES:

1. SIZE LIMITATIONS
A. OPERABLE LITES: MAXINUM CASEMENT 36"w X 60°h.
B. OPERABLE LITES: MAXIMUM AWNINGS & HOPPERS 60w X 36”h.
C. FIXED LITES: MAXIMUM 60w X 847h.

MUNT‘NS REQU‘RE APPLY @ 1/4 POINTS OR
HEAT STRENGTHENED GLASS e a0 s> 4 rer

APPLY @ 1/4 POINTS OR
/S 08 JAMEIF D.LO.
1376 FEET,

2. HARDWARE INFORMATION

5 g
A. S.S. 4-BAR HINGE, BUTT HINGE, CAMS, KEEPERS, § E
CONCEALED LOCKS, ROTO’S, LIMIT STOPS. 3 g :
B. 5/8” OR 1” BLINDS INSTALLED BY WAUSAU, E
i — 3
3. AIR & WATER INFILTRATION y
A. .1 cfm/ft @ 6.24 psf (vents)
B. 0.06 cfm/sqft @ 6.24psf (fixed) N . ?ﬁ}::?ﬁuﬂm‘m o g =N
C. 12 psf 2 g ‘ ‘ P
4. :RﬁAA&BgOVR\lEiR%—?;g)UNGH omoR EEF@::%‘{;:ZN BTG MR A Al B
. . B sy
4 4 EXTERIOR GLAZING
5. SASH CONSTRUCTION : Ehuspe a0 ciazne [ - 8@—
A. MITERED, CORNER BLOCKED, AND CRIMPED. 5 2 9 2 SRS WRoBWAB AL Eews e e B o™ TAPEPOLYSHM 11,150 X 250 (#142748) (consounats]
2 & L & o DG L /2 6) ©  BEhdRs AL & R Thonsowae)
H B ( SUICONE CAP BEAD [consumam) RN o028 1N SETTING BLOCK 3/8 x 1/4 (£330487) consunis]
6. OPTIONAL: ACCESS DOORS AND SCREENS s s (D TAPEPOLYSHIM 1150 X 250 (£142748) [oovsns] /B T« 378 WO for (® ORNVE-IN GLAZING WEDGE (# 5115) [cousumente]
# " ® JERARS 0.8 s Bgm = e
DRECTIONS (ALL " CORNERS] [consumsae] S0P APPLED
(® SETING BLOCK.STEPPED (.25 x 1.12 x 4 LG #139985) [consinnae] UNT B survac % D) INTERIOR GLAZING

() DRIVE-IN GLAZING WEDGE (#5115) [CONSUMABLE] (@ 140348 .060 X .375 TREMCO 920 TAPE [consumaBLe]
AWAN IA( ;I SERIES: 132209 NEOPRENE SETTING BLOCK 1/8" X 1/4” X 2 LONG [CONSUMABLE]
@ F ACCESS DOOR SIZE IS, > 15 FT2 APPLY A STRUCTURAL

BY WAusAu 3 2 5 OI | N V E N T (31/2 ” D E E P) SILICONE TOE BEAD 6-8" IN BOTH DIRECTIONS FROM EACH CORNER [CONSUMABLE]

1415 West Street Phone: (715) B45-2161
e Stz-17 o i LAST UPDATED: 12/17/09 INTERMEDIATE HORIZONTAL SECTIONS GLAZING DETAILS MUNTIN GLAZING ACCESS DOORS AND BLINDS
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Pl: PROJECT-IN
PO; PROJECT-OUT REFERENCE ELEVATIONS JAMB SECTIONS
NOTES:

1. SIZE LIMITATIONS
A. OPERABLE LITES: MAXINUM CASEMENT 36"w X 607h.
B. OPERABLE LITES: MAXIMUM AWNINGS & HOPPERS 60"w X 367h.
C. FIXED LITES: MAXIMUM 60"w X 847h.

2. HARDWARE INFORMATION
A. S.S. 4-BAR HINGE, BUTT HINGE, CAMS, KEEPERS,
CONCEALED LOCKS, ROTO'S, LIMIT STOPS.
B. 5/8” OR 1” BLINDS INSTALLED BY WAUSAU,

3. AIR & WATER INFILTRATION
A. .1 cfm/ft @ 6.24 psf (vents)
B. 0.06 cfm/sqft @ 6.24psf (fixed)
C. 12 psf

4. FRAME CONSTRUCTION
A. JAMBS RUN THROUGH.

5. SASH CONSTRUCTION
A. MITERED, CORNER BLOCKED, AND CRIMPED.

6. OPTIONAL: ACCESS DOORS AND SCREENS

ADVANTAGE

. ‘l 9
= WAUSAU 3250i INVENT (3%”DEEP)
1415 West Street Phone: (715) 845-2161
P.0. Box 1746 Fax (715) 843-4350 LAST UPDATED: 1 2/1 7/(}9
Wausau, WL 54402-1746 WHWHQUSQUNiNdOW.com

NSIDE_BEAD GLAZING

BIASS, GTAZING & GLAZING MATERIAL

BY WAUSAU” WINDOW AND WALL SYSTEMS
() SILICONE CAP BEAD [cONSUMABLE]
(®) TAPE,POLYSHIM 1,150 X 250 (#142748) [cosomaais]
® TEEFARS 19 8, WeEs o

DIRECTIONS (ALL 4 CORNERS) [consuaBtE]

(® SETTING BLOCK STEFPED (25 x 112 x 4 LG, #130985) [consunaBte]

() DRIVE-IN GLAZING WEDGE (#5115) [consumass]

GLAZING DETAILS

DLO

311/16

L0

INTERMEDIATE HORIZONTAL SECTIONS

DLO 5 3/32 0LO

INTERMEDIATE VERTICAL SECTIONS
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Pl: PROJECT—IN

PO: PROJECT-OUT REFERENCE ELEVATIONS

Lo 33/16 17/8 DLo

WN DIM

NOTES:

1. SIZE LIMITATIONS
A. OPERABLE LITES: MAXINUM CASEMENT 36"w X 60°h.
B. OPERABLE LITES: MAXIMUM AWNINGS & HOPPERS 60°w X 36"h.
C. FIXED LITES: MAXIMUM 60"w X 84"h.

2. HARDWARE INFORMATION
A. S.S. 4-BAR HINGE, BUTT HINGE, CAMS, KEEPERS,
CONCEALED LOCKS, ROTO'S, LIMIT STOPS.
B. 5/8” OR 1” BLINDS INSTALLED BY WAUSAU,

3. AIR & WATER INFILTRATION
A. .1 cfm/ft @ 6.24 psf (vents)
B. 0.06 cfm/sqft @ 6.24psf (fixed)
C. 12 psf

4. FRAME CONSTRUCTION
A. JAMBS RUN THROUGH.

5. SASH CONSTRUCTION
A. MITERED, CORNER BLOCKED, AND CRIMPED.

6. OPTIONAL: ACCESS DOORS AND SCREENS
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LAST UPDATED: 12/17/09
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S\NSIE{ E;AD QEAZAIN?
LASS, GLAZING & GLAZING MATERIAL

BY WAUSAU” WNDOW AND WALL SYSTEMS
(@ SILICONE CAP BEAD [CONSUMABLE]
() TAPEPOLYSHM 1150 X 250 (§142748) [consowae]
TORBEARLS 110 &, Gies o
DIRECTIONS (AL "4 CORNERS) [consuune)
(®) SETTING BLOCK,STEPPED (.25 x 1.12 x 4 L6, #139985) (consuunae]

(® DRIVE-IN GLAZING WEDGE (#5115) [consumaaie]

OUTSIDE GLAZED

TERMINATE INTERIOR
() TAPE AS SHOWN

ELEVATIONAL VIEW
‘AT CORNFR

OUTSIDE_BEAD GLAZING

SEASSy SHATING 4 CLATNG MATERIAL

NOT BY WAUSAU WINDOW AND WALL SYSTEMS
@ KBP1.SLNT.DOW 791,BLACK 15

@ VMI — WEDGE,.125 GAP, HEADLESE)
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3
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2 2
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s SILL SECTIONS s

33/16 DLO 17/8 DLO

o)

Tl

35/16 DLO

33/18 0LO

T T
1/2 WN DIM 1/2 WN DIM

1/2 WN DIM

1/2 WIN DIM

1/2

35/16 Lo

WN DIM

ROUGH OPENING ROUGH OPENING

ROUGH OPENING

ROUGH OPENING

ROUGH OPENING

JAMB SECTIONS

NOTES:
1. SIZE LIMITATIONS

A. OPERABLE LITES: MAXINUM CASEMENT 36"w X 60"h.
B. OPERABLE LITES: MAXIMUM AWNINGS & HOPPERS 60"w X 36"h.
C. FIXED LITES: MAXIMUM 60"w X 84"h.

2. HARDWARE INFORMATION

A. S.S. 4-BAR HINGE, BUTT HINGE, CAMS, KEEPERS,
CONCEALED LOCKS, ROTO'S, LIMIT STOPS.
B. 5/8” OR 1" BLINDS INSTALLED BY WAUSAU,

3. AR & WATER INFILTRATION

A. 1 cfm/ft @ 6.24 psf (vents)
B. 0.06 cfm/sqft @ 6.24psf (fixed)

C. 12 psf

4. FRAME CONSTRUCTION

A. JAMBS RUN THROUGH.

5. SASH CONSTRUCTION

A. MITERED, CORNER BLOCKED, AND CRIMPED.

6. OPTIONAL: ACCESS DOORS AND SCREENS

ADVANTAGE

7800 International Drive

¥ WAUSAU

P.0. Box 1746
Wausau, WI. 54402-1748

SERIES:
4250i INVENT (4/%”DEEP)

Phone: (715) 845-2161
Fox (715) 843-4350
W wUSaUWindoW.com

LAST UPDATED: 12/17/09
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L 3

INTERMEDIATE HORIZONTAL SECTIONS

S INSI AD GLAZING

TLASS, GLAZING & GLAZING MATERIAL
BY WAUSAU” WINDOW AND WAL SYSTEMS

(D) SIUCONE CAP BEAD [CONSUMABLE]

(@) TAPEPOLYSHIM 1,150 X .250 (§142748) [consuurais]

® [95 BEARSS 0 8, gtes o
DIRECTIONS (ALL 4 CORNERS) [consunBLE]

(® SETTING BLOCK.STEPPED (.25 x 112 x 4 LG, #139985) [cONSUNABLE]

(1) DRIVE-IN GLAZING WEDGE (#5115) [consumass]

GLAZING DETAILS

MUNTINS REQUIRE
HEAT STRENGTHENED GLASS

SILCONE CAP (BLACK)
Seaece g ——
e ‘ ‘ 2 St

WOTH AS DESRED
NO NAXNUM

(USE BXTRUDED BAR
IF AT ALL POSSBLE)

EXTEROR

0 GT-022

+/8° THeK
ALUMNUN MUNTN
s EXCEEDNG 1

TAPE
1/8° THICK x 3/4° WOE FOR
VUNTINS EXCEEDNG 1 1/2"
4 Piaces

SHOP APPLED
NUNTIS ON INSULATING GLASS
UNT BOTH SURFAGES

MUNTIN GLAZING

TRIPLE GLAZED W/9%” BLINDS

0505

907001

APPLY @ 1/4 PONTS OR
3/HEAD IF ‘BLIND 1S™> 4' FEET

APPLY @ 1/4 POINTS OR
3/SILL OR JAMB IF B.LO.

IS > 6 FEET.

TYPICAL

GLASS, GLAZING & GLAZING MATERIALS
BY WAUSAU WNDOW AND WALL SYSTEMS

187061

@ EXTERIOR GLAZING

(D SILICONE CAP BEAD[cowsuwsaLs]
(2) TAPEPOLYSHM 1,150 X .250 (#142748) [consumasLe)

@ TOE BEAD 6 TO B INCHES BQTH
DIRECTIONS (ALL 4 CORNERS) [CONSUMABLE]

(8) SETTING BLOCK,STEPPED (.25 x 1.12 x 4 LG, #139985) [consumnaie)
(® ORIVE-IN GLAZING WEDGE (# 5218) [consumneLe)

BAMNG

187061

@ INTERIOR GLAZING

(3 140348 .060 X .375 TREMCO 920 TAPE [CONSUMABLE]

132209 NEGPRENE SETTING BLOCK 1/8" X 1/4" X 2" LONG [coNsumABLE]

@ {F ACCESS DOOR SIZE IS, > 15 FT2 APPLY A STRUCTURAL
SILICONE” TOE BEAD 6-8" IN BOTH DIRECTIONS FROM EACH CORNER [CONSUMABLE]

BLINDS MAY REQUIRE
HEAT STRENGTHENED GLASS

DUAL GLAZED W/1"BLINDS

APPLY @ 1/4 POINTS OR
3/HEAD IF ‘BUND IS > 4' FEET

© 1/4 POINTS OR
OB JAVB I B.L0.
FEE'

ez

PPLY
SiLl
36

GLASS, GLAZING & GLAZING MATERIALS
BY WAUSAU WNDOW AND WALL SYSTEMS

BAANE
187061
@ EXTERIOR GLAZING
SILICONE CAP BEAD [CONSUMABLE]
TAPE,POLYSHIM 1,150 X .250 (#142748) [CONSUMABLE]
® TOE E{AD 6 10 B INCHES BOTH
DIRECTIONS "(ALL 4 CORNERS) [CONSUMABLE]
(8) SETTING BLOCK 3/8 x 1/4 (#330487) [CONSUMABLE]
(9 ORIVE-IN GLAZING WEDGE (# 5115)(consumasLe]
BaANg
187061
@ INTERIOR GLAZING
(® 140348 .060 X 375 TREMCO 920 TAPE [CONSUMABLE]
@ 132209 NEOPRENE SETTING BLOCK 1/8" X 1/4" X 2° LONG [CONSUMABLE]

@ F ACCESS DOOR SIZE IS, > 15 FT* APPLY A STRUCTURAL
SILICONE TOE BEAD 6-8" IN BOTH DIRECTIONS FROM EACH CORNER [CONSUMABLE]

ACCESS DOORS AND BLINDS
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T f T T T
1/2 WIN DIM 1/2 WIN DIM 1/2 WIN DIM WIN DIM 1/2 WIN DIM 1/2
ROUGH OPENING ROUGH OPENING ROUGH OPENING ROUGH OPENING ROUGH OPENING

JAMB SECTIONS

NOTES:

1. SIZE LIMITATIONS
A. OPERABLE LITES: MAXINUM CASEMENT 36"w X 607h.
B. OPERABLE LITES: MAXIMUM AWNINGS & HOPPERS 60°w X 367h.
C. FIXED LITES: MAXIMUM 6Q0"w X 847h.

2. HARDWARE INFORMATION
A. S.S. 4-BAR HINGE, BUTT HINGE, CAMS, KEEPERS,
CONCEALED LOCKS, ROTO'S, LIMIT STOPS.
B. 5/8” OR 1” BLINDS INSTALLED BY WAUSAU,

3. AIR & WATER INFILTRATION
A. .1 cfm/ft @ 6.24 psf (vents)
B. 0.06 cfm/sqft @ 6.24psf (fixed)
C. 12 psf

4. FRAME CONSTRUCTION
A. JAMBS RUN THROUGH.

5. SASH CONSTRUCTION
A. MITERED, CORNER BLOCKED, AND CRIMPED.

6. OPTIONAL: ACCESS DOORS AND SCREENS

ADVANTAGE

% WAUSAU 4250i IN.vent (4)3”DEEP)
7800 International Drive Phone: (715) 845-2161

P.0. Box 1746 Fox: (715) 843-4350
Wausau, W. 54402-1746 www.wausauwindow.com

LAST UPDATED: 12/17/09

@\NSI

IDE_BEAD GLAZING
TLASS, GLAZING & GLAZING MATERIAL
BY WAUSAU WINDOW AND WALL SYSTEMS

(D SILICONE CAP BEAD [CONSUNABLE]
(9 TAPEPOLYSHIM 11,150 X 250 (#142748) [covsunmaic)
@ I0FBEAD 6 T0 B INGHES BOTH
DIRECTIONS (ALL "4 CORNERS) [CoNsuMABLE]
(® SETTING BLOCK STEPPED (25 x 1.12 x 4 LG, 1398B5) [comsumrpee]

(i9) DRIVE-IN GLAZING WEDGE (#5115) [consummse]

GLAZING DETAILS

DLO

311716

L0

£ GLAZNG DETAL FOR NOTATON

:

SEE GLAZNG DETAL FOR

INTERMEDIATE HORIZONTAL SECTIONS

Lo 5 3/32 DLO

INTERMEDIATE VERTICAL SECTIONS
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17/8 DLO DLO 17/8 DLO 33/18 35/16 DLO
1/2 WN D;M W;N DIM 1/2 WN DIM 1/2 1/2 WIN DIM
GLAZlNG DETA' LS ROUGH OPENING ROUGH OPENING ROUGH OPENING ROUGH OPENING
NOTES:
1. SIZE LIMITATIONS of JAMB SECTIONS
A. OPERABLE LITES: MAXINUM CASEMENT 36”w X 60”h. i
B. OPERABLE LITES: MAXIMUM AWNINGS & HOPPERS 60”w X 36"h. ;
C. FIXED LITES: MAXIMUM 60"w X 84°h. Elpspe seap cizms § ) ]
BY WAUSAU WINDOW AND WALL SYSTEMS a E = g
a
2. HARDWARE INFORMATION (@ SILICONE AP BEAD [CONSUMABLE] H §
A. S.S. 4-BAR HINGE, BUTT HINGE, CAMS, KEEPERS, g',f,‘f':":f:‘:u”;‘?;’C:E;“?rj""”‘s’ (oo 1— -1 T :
CONCEALED LOCKS, ROTO'S, LIMIT STOPS. (©® SETING BLo STERBED (25 1op kL6, 1399E5) cosanar u‘ § | orzs,
B. 5/8” OR 1” BLINDS INSTALLED BY WAUSAU, (® ORVE-N CLAZNG WEDEE (J515) [eoemauns i oo - 330 oo
R |
3. AIR & WATER INFILTRATION g B e me
A. .1 cfm/ft @ 6.24 psf (vents) - ¥
B. 0.06 cfm/sqft @ 6.24psf (fixed) A
C 12 psf OUTSIDE GLAZED ; =
i 8
4. FRAME CONSTRUCTION @i siom i
A. JAMBS RUN THROUGH.  — : 2
2 H
s H
5. SASH CONSTRUCTION 3 ;
A. MITERED, CORNER BLOCKED, AND CRIMPED. VAT vEN i \
AT _CORNER £l e
6. OPTIONAL: ACCESS DOORS AND SCREENS . :
””” : .
8 UTSI Al IN A
R R B s z | omse
@ KBP1,SLNT,DOW 791,BLACK 15 g 338 oL | 17/8 17/8 | DLo
SERIES: 8 WIN DIM WIN DIM
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O8I s foc M us i) LAST UPDATED: 12/17/09 @ romveraromiox 2 s INTERMEDIATE HORIZONTAL SECTIONS

M:\Advantage\Customer Supplied Drawing Support\4250i IN.vent detail.dwg, 4250i (3), 5/20/2014 10:33:39 AM, eoneil, 1:4



E = i --99582 ! g = v é = B é 805939
= P<} P‘ : HEAD SECTIONS :
OPP. OPP.
% g 2 % —_995878
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- <
; D4 D 1 7 SEE GLAZING DETAIL FOR NOTATION SEE GLAZING DETAIL FOR NOTATION SEE GLAZING DETAIL FOR NOTATION SEE GLAZING DETAIL FOR NOTATION SEE GLAZING DETAIL FOR NOTATION
29 -0
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OPP. OPP.
3 3/16 DLO 1 7/8 DLO 3 5/16 DLO 3 3/16 DLO 3 5/16 DLO
1/2 WIN' DIM 1/2 WIN D:M 1/2 WIN' DIM 1/2 WIN' DIM 1/2 WIN DIM
B3 B1 ROUGH OPENING ROUGH OPENING ROUGH OPENING ROUGH OPENING ROUGH OPENING
WD WD
REFERENCE ELEVATIONS JAMB SECTIONS
NOTES:
1. SIZE LIMITATIONS
A. OPERABLE LITES: MAXINUM CASEMENT 36"w X 607h.
5. OPERABLE LITES: MAXIMUM AWNINGS & HOPPERS 60”w X 36h. MUNTINS REQUIRE
C. FIXED LITES: MAXIMUM 60"w X 84"h. HEAT STRENGTHENED GLASS
2. HARDWARE INFORMATION g g
A. S.S. 4—BAR HINGE, BUTT HINGE, CAMS, KEEPERS, g i
CONCEALED LOCKS, ROTO’S, LIMIT STOPS. 2 % = %
8. 5/8” OR 17 BLINDS INSTALLED BY WAUSAU, |
5. AIR & WATER INFILTRATION : :
A1 cfm/ft @ 6.24 psf (vents)
B. 0.06 cfm/sqft @ 6.24psf (fixed) o © T2 SILCONE CAP (BLACK) Vo chp SEAL
C. 12 psf < D4 = D17 S N /s
4. FRAME CONSTRUCTION R
A JAMBS RUN THROUGH. . = EXTERIOR (LSt EXTRUDED BAR
g > IF AT ALL POSSIBLE)
5. SASH CONSTRUCTION F)INSIDE BEAD GLAZING
A. MITERED, CORNER BLOCKED, AND CRIMPED. 9 9 2 BY WAUSAU WINDOW AKD WAL SUSTEMS / N eveo or-sz2 e
% g (1) SILICONE CAP BEAD [CONSUMABLE] LﬁmﬁKMuwN ggg&?;ﬁ%ﬁ?\/éjﬂmw
6‘ OP—HONAL ACCESS DOORS AND SCREENS ; ; @TAPE,POLYSH\M 1,150 X .250 (#142748) [CONSUMABLE] WIDTH = {RQTASC%EC?T%Z%U;,?LDEE)

ADVANTAGE
" WAUSAU

7800 International Drive
P.0. Box 1746
Wausau, WI. 54402-1746

Phone: (715) 845-2161
Fax: (715) 843-4350
www.wausauwindow.com

SERIES:
42501 OS INVENT

(4)%,”DEEP)

LAST UPDATED: 12/17/09

INTERMEDIATE HORIZONTAL SECTIONS

TOE BEAD 6 TO 8 INCHES BOTH
DIRECTIONS (ALL 4 CORNERS) [CONSUMABLE]

(6) SETTING BLOCK,STEPPED (.25 x 1.12 x 4 LG, #139985) [CONSUMABLE]
(15) DRIVE-IN GLAZING WEDGE (#5115) [CONSUMABLE]

GLAZING DETAILS

1/8" THICK x 3/4" WIDE FOR
MUNTINS EXCEEDING 1 1/2”.
4 PLACES.

SHOP APPLIED
MUNTINS ON INSULATING GLASS
UNIT BOTH SURFACES

MUNTIN GLAZING

IRIPLE GLAZED
With %" or 17 BLINDS

PPLY @ 1/4 POINTS OR
/SILL OR UAMB IF D.L.0. IS > 6 FEET.

)

.\@ L_)
3/8" GLASS BITE

TYPICAL

$d|

GLASS, GLAZING & GLAZING MATERIALS
BY WAUSAU WINDOW AND WALL SYSTEMS
BAAN#

187061

@ EXTERIOR GLAZING

(1) SILICONE CAP BEAD[CONSUMABLE]
(2) TAPEPOLYSHIM 11,150 X .250 (#142748) [CONSUMABLE]

@ TOE BEAD 6 TO 8 INCHES BOTH
DIRECTIONS (ALL 4 CORNERS) [CONSUMABLE]

SETTING BLOCK,STEPPED (.25 x 1.12 x 4 LG, #139985) [CONSUMABLE]
(15 DRIVE-IN GLAZING WEDGE (# 5218) [CONSUMABLE]
BAAN#
187061

@ INTERIOR GLAZING

@ 140348 .060 X .375 TREMCO 920 TAPE [CONSUMABLE]
132209 NEOPRENE SETTING BLOCK 1/8” X 1/4” X 2" LONG [CONSUMABLE]

@ IF ACCESS DOOR SIZE IS, > 15 FT2 APPLY A STRUCTURAL
SILICONE TOE BEAD 6-8" IN BOTH DIRECTIONS FROM EACH CORNER [CONSUMABLE]

BLINDS MAY REQUIRE
HEAT STRENGTHENED GLASS

DUAL GLAZED W/1"BLINDS

APPLY @ 1/4 POINTS OR
3/HEAD IF BLIND IS > 4" FEET

APPLY @ 1/4 POINTS OR
3/SILL OR_JAMB IF D.L.O.
IS > 6 FEET.

3/8" GLASS BITE
TYPICAL

o o]

GLASS, GLAZING & GLAZING MATERIALS
BY WAUSAU WINDOW AND WALL SYSTEMS
BAAN#

187061

@ EXTERIOR GLAZING

(1) SILICONE CAP BEAD [CONSUMABLE]
TAPE,POLYSHIM 11,.150 X .250 (#142748) [CONSUMABLE]

@
@ TOE BEAD 6, TO 8 INCHES BOTH
®)
®

DIRECTIONS (ALL 4 CORNERS) [CONSUMABLE]
SETTING BLOCK 3/8 x 1/4 (#330487)[CONSUMABLE]
DRIVE-IN GLAZING WEDGE (# 5115) [CONSUMABLE]

@ INTERIOR GLAZING
@ 140348 .060 X .375 TREMCO 920 TAPE [CONSUMABLE]

132209 NEOPRENE SETTING BLOCK 1/8" X 1/4” X 2" LONG [CONSUMABLE]

@ IF ACCESS DOOR SIZE IS > 15 FT? APPLY A STRUCTURAL
SILICONE TOE BEAD 6-8" IN BOTH DIRECTIONS FROM EACH CORNER [CONSUMABLE]

ACCESS DOORS AND BLINDS
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6. OPTIONAL: ACCESS DOORS AND SCREENS

(1) DRIVE-IN GLAZING WEDGE (#5115) [CONSUMABLE]

= - (E34 o HEAD SECTIONS
WD
SILL SECTIONS -
L O
e D17 D17
(o)
_ .
; SEE GLAZING DETAIL FOR NOTATION SEE GLAZING DETAIL FOR NOTATION SEE GLAZING DETAIL FOR NOTATION SEE GLAZING DETAIL FOR NOTATION SEE GLAZING DETAIL FOR NOTATION
s (o< PO (mH PO H(oro)
Qi@
3 3/16 DLO 17/8 DLO 3 5/16 DLO DLO 35/16 DLO 3 3/16
B1 B1 1/2 WIN DIM 1/2 WIN D:M 1/2 WIN DIM WIN DIM 1/2 WIN DIM 1/2
ROUGH OPENING ROUGH OPENING ROUGH OPENING ROUGH OPENING ROUGH OPENING
WD
Pl: PROJECT—IN
20; PROJECT=0UT REFERENCE ELEVATIONS JAMB SECTIONS
NOTES:
1. SIZE LIMITATIONS
A. OPERABLE LITES: MAXINUM CASEMENT 36"w X 60"h.
B. OPERABLE LITES: MAXIMUM AWNINGS & HOPPERS 60”w X 36”h.
C. FIXED LITES: MAXIMUM 60"w X 84”h.
2. HARDWARE INFORMATION
A. S.S. 4—BAR HINGE, BUTT HINGE, CAMS, KEEPERS,
CONCEALED LOCKS, ROTO'S, LIMIT STOPS.
B. 5/8” OR 1” BLINDS INSTALLED BY WAUSAU, =
3. AR & WATER INFILTRATION 1
A. 1 cfm/ft @ 6.24 psf (vents)
B. 0.06 cfm/sqft @ 6.24psf (fixed)
C. 12 pSf § 995841 D17
4. FRAME CONSTRUCTION () NSIDE BEAD GLAZING i
A. JAMBS RUN THROUGH. BY WAUSKL WINDOW AN WALL SY&TEMS
@ SILICONE CAP BEAD [CONSUMABLE] z
5‘ SASH CONSTRUC—HON @TAPE,POLYSH\M 1,150 X .250 (#142748) [CONSUMABLE] _d g —
A. MITERED, CORNER BLOCKED, AND CRIMPED. R o
@ SETTING BLOCK,STEPPED (.25 x 1.12 x 4 LG, #139985) [CONSUMABLE] S g

SERIES:
42501 OS IN.vent

(4} DEEP)

ADVANTAGE

% WAUSAU

7800 International Drive
P.0. Box 1746
Wausau, WI. 54402-1746

Phone: (715) 845-2161
Fax: (715) 843-4350
www.wausauwindow.com

LAST UPDATED: 12/17/09

GLAZING DETAILS

INTERMEDIATE HORIZONTAL SECTIONS

805947

SEE GLAZING DETAIL FOR NOTATION

995843

805947

SEE GLAZING DETAIL FOR NOTATION

DLO 5 DLO
(o2 D
M M
(o] D
w v
o Q
o [o4]
SEE GLAZING DETAIL FOR NOTATION SEE GLAZING DETAIL FOR NOTATION
DLO 5 3/32 DLO

INTERMEDIATE VERTICAL SECTIONS
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M /F | | M /F | M /F
OUTSIDE GLAZED
L |O
52 (e3) P -0
[
=
D1 @ @ D6 D3
L O
i ) : R0 )
OUTSIDE GLAZED
WD WD WD WD

Pl: PROJECT—=IN

PO: PROJECT-OUT REFERENCE ELEVATIONS

NOTES:
1. SIZE LIMITATIONS

A. OPERABLE LITES: MAXINUM CASEMENT 36”w X 607h.

B. OPERABLE LITES: MAXIMUM AWNINGS & HOPPERS 607w X 367h.

C. FIXED LITES: MAXIMUM 60"w X 847h.

2. HARDWARE INFORMATION
A. S.S. 4—BAR HINGE, BUTT HINGE, CAMS, KEEPERS,

CONCEALED LOCKS, ROTQ’S, LIMIT STOPS.
B. 5/8” OR 17 BLINDS INSTALLED BY WAUSAU,

5. AIR & WATER INFILTRATION

A. 1 cfm/ft @ 6.24 psf (vents)
B.

C.

0.06 cfm/sqgft @ 6.24psf (fixed)
12 psf

4. FRAME CONSTRUCTION
A. JAMBS RUN THROUGH.

5. SASH CONSTRUCTION
A. MITERED, CORNER BLOCKED, AND CRIMPED.

6. OPTIONAL: ACCESS DOORS AND SCREENS

SERIES:
423501

ADVANTAGE

 WAUSAU OS [N.vent

(4)5”DEEP)

7800 International Drive
P.0. Box 1746
Wausau, WI. 54402-1746

Phone: (715) 845-2161
Fax: (715) 843-4350
www.wausauwindow.com

LAST UPDATED: 12/17/09

@ INSIDE BEAD GLAZING

GLASS, GLAZING & GLAZING MATERIAL
BY WAUSAU WINDOW AND WALL SYSTEMS

(1) SILICONE CAP BEAD [CONSUMABLE]
(2) TAPE,POLYSHIM 11,.150 X .250 (#142748) [CONSUMABLE]

TOE BEAD 6 TO 8 INCHES BOTH

DIRECTIONS (ALL 4 CORNERS) [CONSUMABLE]
@ SETTING BLOCK,STEPPED (.25 x 1.12 x 4 LG, #139985) [CONSUMABLE]

(15) DRIVE-IN GLAZING WEDGE (#5115) [CONSUMABLE]

OUTSIDE GLAZED

.
lé%'

\'

4

CONTINUOUS AROUND
ﬂ PERIMETER

OUTSIDE BEAD GLAZING

GLASS, GLAZING & GLAZING MATERIAL

NOT BY WAUSAU WINDOW AND WALL SYSTEMS

KBP1,SLNT,DOW 791,BLACK 15

VMl — WEDGE,.125 GAP, HEADLES®0

KBP1,SLNT,DOW 791,BLACK 15

BLK,SETTING,STEPPED,.25 X 1.12 AP

KB, TAPE,POLYSHIM 11,.150 X .25 15

GLAZING

DETAILS

TERMINATE INTERIOR
@ TAPE AS SHOWN

4o

ELEVATIONAL VIEW
AT CORNER

INTERMEDIATE HORIZONTAL

SECTIONS
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SEE GLAZING DETAIL FOR NOTATION

805939

CONTINUOUS
SEAL b
ERECTOI
0.125,
DLO 3 3/16 17/8 DLO
\
WIN DIM WIN DIM

805939

995878

EE GLAZING DETAIL FOR NOTATION

805939

SEE GLAZING DETAIL FOR NOTATION
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01254
DLO 35/16 17/8 DLO
1
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SEE GLAZING DETAIL FOR NOTATION

DLO

2 3/8 DLO

805939

805947

SEE GLAZING DETAIL FOR NOTATION

SEE GLAZING DETAIL FOR NOTATION

CONTINUOUS
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DLO 17/8

3 3/16

DLO

I
WIN DIM

WIN DIM

805939

SEE GLAZING DETAIL FOR NOTATION

DLO

805939

DLO

I
WIN DIM

CONTINUOUS
SEAL b
ERECTO!
0.125+
17/8 17/8
[
WIN DIM

INTERMEDIATE VERTICAL SECTIONS
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SILL SECTIONS
@ GYASRUSHZNG s SLATNG MATERIALS
BY WAUSAU WINDOW” AND WAL SYSTEMS
BAANE
187061
_
@ EXTERIOR GLAZING
SILICONE CAP BEAD [consunaBLE]
TAPE,POLYSHIM 11,150 X 250 _(f142748) [coNSuuABLE]
@ I0EBEAD 6,10 B INCHES BOTH
3 P O DIRECTIONS (ALL 4 CORNERS) [consumsgLe]
©| (8) SETTING BLOCK,STEPPED (.25 x 112 x 4 LG, #139985]consunaaie]
o P ‘ (1) DRIVE-IN GLAZING WEDGE (# 5218) [cONSUMABLE]
OPP. OPP i
@ INTERIOR GLAZING
g (® 140348 .060 X .375 TREMCO 920 TAPE [CONSUMABLE]
132209 NEOPRENE SETTING BLOCK 1/8" X 1/4° X 2" LONG [CONSUMABLE]
@ -6 ® SO0 ST 5 RS ARERLASTRYSTURAL
SILICONE TOE BEAD -8 IN' BOTH DIRECTIONS FROM EACH CORNER [consuasie]
5 PO
|
[safa p ‘
OPP. OPP.
I
3 3/16 DLO 17/8 DLO 35/16 DLO 31/4 DLO 33/16 DLO 35/16 DLO
T T 1
1/2 WIN DIM 1/2 WIN DIM 1/2 WIN DIM 1/2 WIN DIM 1/2 WIN DIM 1/2 WIN DIM
ROUGH OPENING ROUGH OPENING ROUGH OPENING ROUGH OPENING ROUGH OPENING ROUGH OPENING BLINDS MAY REQUIRE
) WD HEAT STRENGTHENED GLASS

JAMB SECTIONS

Pl: PROJECT-IN o
PO: PROJECT-OUT REFERENCE ELEVATIONS g 3 2 : ACCESS DOORS AND BLINDS
NOTES: CONTNUOUS SEAL GLAZED-IN GRIDS
1. SIZE LIMITATIONS CEraTes
A. OPERABLE LITES: MAXIMUM AWNINGS & HOPPERS 60"w X 36"h. conmuous e
B. FIXED TOP LITES: MAXIMUM 60"w X 36"h. 2 £ | s o .
FIXED BOTTOM LITES: MAXIMUM 60"W X 84"H. o o s s
2. HARDWARE INFORMATION
A. S.S. 4-BAR HINGE, CAMS, KEEPERS,
ROTO'S, LIMIT STOPS. d
B. 5/8” OR 1" BLINDS INSTALLED BY WAUSAU, . N i
3. AR & WATER INFILTRATION 2 2 r |
A. .1 cfm/ft @ 6.24 psf (vents) 2 .
B. 0.06 cfm/sqft @ 6.24psf (fixed) 8
C. 12 psf HORIZONTAL STACK SECTIONS

4. FRAME CONSTRUCTION

A. HEAD & SILL RUN THROUGH. GLAZING DETAILS MUNTIN GLAZING

5. SASH CONSTRUCTION
A. MITERED, CORNER BLOCKED, AND CRIMPED.

SILCONE CAP_ (BLACK)
TOP & BOTTOM :g NmYEMSIEX‘L
fotazer) ‘ ‘ / AT W

6. OPTIONAL: ACCESS DOORS AND SCREENS

ASS, GLAZING & GLAZING MATERIA!
BY WAUSAU WINDOW AND WALL SYSTEMS

WDTH AS DESRED (@ TAPE.POLYSHIM 11150 X .250 (#142748) [consuwaLe]

MUNTINS REQUIRE i (® s s (251155 4 6, o7
SERIES: g HEAT STRENGTHENED GLASS @ wewaos x 20 )
INSIDE_BEAD GLAZING
ADVANTAGE 42501 SDH—XLT INVENT b st e, | N © conmams . (11 + s o

BY . TREMCO GT-922 TAPE (1) DRIVE-IN GLAZING WEDGE (#5115) [CONSUNABLE]
WAUSAU 47/ ) D E E P (D SILICONE CAP BEAD [consumBLE] e S 8 e o
(19) 8 (@) TAPEPOLYSHIM 1150 X 250 (§142748) [CoNSUMABLE] oW = NG /T
7800 International Drive Phone: (715) B45-2161
TOE BEAD 6 TO 8 INCHES BOTH TREMCO GT-922 TWPE
P.0. Box 1746 Fax: (715) 843-4350 S | M U LAT E D D O U B LE H U N G DIRECTIONS (ALL 4 CDRNERS? [CONSUMABLE] SHOP APPLIED 1/8" THOK x 3/4° WOE FOR
Wousou, WI. 54402-1746 www.wousauwindow.com () SETTING BLOCK (.25 x 1.125 x 4 LG, f137120) [coNSumABLE] MUNTNS O INSULATNG GLASS MUNTHNS EXCEEDING 11/2

UNIT BOTH SURFACES
(@) DRIVE-IN GLAZING WEDGE (#5115) [consumasLe]

BUMP—-ON,POLYURETHANE  (#145879)

LAST UPDATED: 1/4/11
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Pl: PROJECT-IN

PO: PROJECT-OUT REFERENCE ELEVATIONS

NOTES:
1. SIZE LIMITATIONS
A. OPERABLE LITES: MAXIMUM AWNINGS & HOPPERS 60"w X 36”h.
B. FIXED TOP LITES: MAXIMUM 60"w X 36"h.
FIXED BOTTOM LITES: MAXIMUM B60"W X 84"H.

2. HARDWARE INFORMATION
A. S.S. 4-BAR HINGE, CAMS, KEEPERS,
ROTQO’S, LIMIT STOPS.
B. 5/8” OR 17 BLINDS INSTALLED BY WAUSAU,

3. AIR & WATER INFILTRATION
A. .1 cfm/ft @ 6.24 psf (vents)
B. 0.06 cfm/sqft @ 6.24psf (fixed)
C. 12 psf

4. FRAME CONSTRUCTION
A.  HEAD & SILL RUN THROUGH.

5. SASH CONSTRUCTION
A. MITERED, CORNER BLOCKED, AND CRIMPED.

6. OPTIONAL: ACCESS DOORS AND SCREENS

SERIES:

4250i SDH-XLT
(47%” DEEP)
SIMULATED ‘DOUBLE HUNG

ADVANTAGE
" WAUSAU

Phone: (715) 845-2161
Fox: (715) 843-4350
WWWHOUSOUNindOW.com

INVENT

7800 International Drive
P.0. Box 1746
Wousou, WI. 54402-1746

LAST UPDATED: 1/4/11
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SILL SECTIONS

LD

51/16

Lo

DLO

CONTINUOUS SEAL:
BY ERECTOR ©
ALL STACK JOINTS

5 3/16

oL

DLO

33/4

DLO

| 0L

65/8

DLO

CONTINUOUS SEAL:
BY ERECTOR @
ALL STACK JOINTS

HORIZONTAL STACK SECTIONS

LD

51/16

DLO

DLO

CONTINUOUS SEAL:
BY ERECTOR @
ALL STACK JOINTS

6 9/16

DLO

505870

N
Ol
16

17/8 DLO 35/16 DLO 31/4 DLO 17/8 DLO
1/2 ™ o 1/2 WIN DM 1/2 WIN DM 1/2 o
ROUGH OPENING ROUGH OPENING ROUGH OPENING ROUGH OPENING
33/16 DLO 3 5/16 DLO 31/4 DLO
1/2 WN DIM 1/2 WN DIM 1/2 WIN DM
ROUGH OPENING ROUGH OPENING ROUGH OPENING

JAMB SECTIONS

DLO 35/16 35/16

1 : 9 | sex cuaane oeraw For nomaTion

4250i INvent simulated double hung
windows in multiple bays must be

used in conjunction with T—mullions
or H—mullions.

Side stacking jambs not available.

ALWAYS USE SILL STARTERS
BELOW MULLIONS FOR
SECONDARY WATER CONTROL

DLO

WIN DIM 11/4 WIN DIM

VERTICAL MULLION SECTIONS

SEE GLABNG DETAL FOR NOTATION

3145

S141 S141

a0se70
70

960138
980136

851393

L

Lo 33/16 17/8 DLO

T
WIN DIM 1 WIN DIM

INSIDE GLAZED

INSIDE_BEAD GLAZING
TGLASS, GIAZING & GLAZING MATERIAL
BY WAUSAU WINDOW AND WALL SYSTEMS

() SILICONE CAP BEAD [consunanLe]
(@ TAPEPOLYSHM 1,150 X .250 (#142748) [consuuaBLz]
TOE BEAD 6 TO 8 INCHES BOTH
© L& BhoRsS AR % REHRRRRS Heowsumene)
(®) SETTING BLOCK (.25 x 1.125 x 4 LG, #137120) (consuasLe]
(®) DRIVE-IN GLAZING WEDGE (#5115) [consumABLE]

GLAZING DETAILS

OUTSIDE GLAZED

(72) TERMINATE INTERIOR
TAPE AS SHOWN

ING MATERIAL,
D WALL SYSTEMS

@ KBP1,SLNT,DOW 791,BLACK 15
@ WMI — WEDGE,.125 GAP, HEADLESSD
@ KBP1,SLNT,D0W 791,BLACK 15
SETTING BLOCK (.25 x 1.125 x 4 LG, #137120)[coNsuNABLE]

@ KB,TAPE,POLYSHIM 1,150 X .25 15




1B,TRIM,STARTER HEAD, 6063-T6

B37508 ) TRIM,DRIVE-ON,HEAD, 6063-T6
PPED IN LINEALS
FOR FIELD CUTTING

1172

172

2172

INSERTION POINT (TYP)

7/18" NIN. ENGAGEMENT (TYP)

ERECTOR SET-
IN SEALANT
WATH SILICONE SEALANT.

980009 J SILL RECEPTOR

1122

THIS SILL STARTER IS MEANT T0 BE AN
INSTALLATION AID ONLY. [T IS NOT
DESIGNED TO CONTROL WATER IF
WEEPED.

6 POUND SILL STARTER
© SPLICE CONDITION

2250i Head, Jamb Receptors & Sill Starters

136126 ).060 SIUCONE SPLICE 3" WDE AT INTERMEDIATE
SPLICE JOINTS. APPLY SILICONE SPLICE BY.

THE 172" JOINT BETWEEN RECEPTORS.

nowm
PERIMETER SEALANT MUST BE COMPATIBLE

1172

31/2

312 ‘

INSERTION POINT (TYP)

7/18" MIN. ENGAGEMENT (TYP)

THE 1/2" JOINT BETWEEN RECEPTORS.

ERECTOR SET- nor
IN SEALANT PERIMETER SEALANT MUST BE COMPATIBLE

WITH SILICONE SEALANT.

WEDGE

980010 ) SILL RECEPTOR

1172

THIS SILL_STARTER IS MEANT TO BE AN
INSTALLATION AID ONLY. IT IS NOT
DESIGNED TO CONTROL WATER IF
WEEPED.

6 POUND SILL STARTER
@ SPLICE CONDITION

3250i Head, Jamb Receptors & Sill Starters

1 122.

4172

7/16" MIN. ENGAGEMENT (TYP)

11/2

THIS SILL_STARTER IS MEANT TO BE AN
INSTALLATION AID ONLY. [T IS NOT
DESIGNED TO CONTROL WATER IF
WEEPED.

4250i/4250

112
g

172

INSERTION POINT (TYP).

4172

4172

136126 ),060 SILICONE SPLICE 3" WDE AT INTERMEDIATE
SPLICE JOINTS. APPLY SILICONE SPLICE BY
COMPLETELY BEDDING IN SILICONE SEALANT
AND SEALING THE EDGES. THEN FACE SEAL

THE 1/2° JOINT BETWEEN RECEPTORS,

ERECTOR SET-
IN SEALANT

1172

nore:
PERIMETER SEALANT MUST BE COMPATIBLE
WITH SILICONE SEALANT.

980011 ) SILL RECEPTOR

6 POUND SILL STARTER
@ SPLICE CONDITION

ios Head, Jamb Receptors & Sill Starters

ERECTOR SET-
IN SEALANT

21/4
13/4

41/2

—22 ERECTOR SET- 3172 ERECTOR SET-
‘ ‘ IN SEALANT ‘ IN SEALANT

21/4

1 3/4
21/4

13/4

980013

10 POUND SILL STARTER 10 POUND SILL STARTER 10 POUND SILL STARTER

OPTIONAL SILL STARTERS FOR WATER CONTROL

STARTERS WILL BE SENT IN LINEALS FOR FIELD CUTTING
AND WEEPING UNLESS STATED OTHERWISE IN ABW QUOTE

J

2250i RIDGID PVC CAULK STOP

425

0i RIDGID PVC CAULK STOP

3250i RIDGID PVC CAULK STOP

4250io0s

RIDGID PVC CAULK

STOP

ERECTOR SET-
IN SEALANT

3174

23/4

ERECTOR SET ERECTOR SET: 4172
IN SEALANT IN SEALANT

< <

N N

S S

| 3| e 3|

15 POLND SILL STARTER 15 POUND SILL STARTER 15 POUND SILL STARTER

OPTIONAL SILL STARTERS FOR WATER CONTROL

STARTERS WILL BE SENT IN LINEALS FOR FIELD CUTTING
AND WEEPING UNLESS STATED OTHERWISE IN ABW QUOTE

ADVANTAGE

780D Intemational Drive
P.0. Box 1746
Wausau, W. 54402-1746

SERIES:
2250i,3250i,4250i,4250i0s IN.vent
HEAD & JAMB RECEPTORS,
CAULK STOP and ANCHORS
(25,3),",4),"DEEP)

& WAUSAU

Phone: (715) 845-2161
Foc: (715) B43-4350
www.vausauwindov.com

LAST UPDATED: 4/16/10

7 CA. (179 +/- 007)
PICKLED AND OILED HOT
ROLLED SHEET STEEL
STM A1011 Ct

S TYPE B
(as59) SHOP NOTE.
THIS ANCHOR IS TO BE USED IN
EXTRUSION #
STANDARD REVERSED
375 DIMENSION IS MINIMUM BEND. .500 AND 625 DIMENSION IS MINMUM BEND. .813 IS
625 ARE AVAILABLE AND ANY DIMENSION NEXT AVAILABLE BEND DIM. ANY DIMENSION

813 AND OVER IS AVAILABLE .813 AND QVER IS AVAILABLE

5
|

U(FW‘H

DIMENSION MAY VARY

1/8" + OR — T0 SATISFY

PUNCHING DEE INCREMENTS —
174"

174

CRITICAL
DIMENSION

g
s
2
&
2
&
5
z
z
a
&
3
B

o
SYMMETRICAL © C/L

* LENGTH

* ——AVAILABLE IN 6 WDTHS .
21/2 312 4 1/2°, 5112 6 /2", 7 1/2

DIA. HOLE (1 @ C/L OF ANCHOR

UNLESS OTHERWISE SPECIFIED)
PART# 14186

—__ DIA HOLE (1 @ C/L OF ANCHOR
UNLESS OTHERWISE SPECIFIED)

3250i,4250i,4250i0s SLIDE—IN ANCHOR

1 GA. (119 +/- 005)

PICKLED AND OILED HQO'
ROLLED SHEET STEEL
ASTM A1011 CS TYFE B
(AS69 C0)

STANDARD

NOTE:

.375 DIMENSION IS MINIMUM BEND. .500 AND
625 ARE AVAILABLE AND ANY DIMENSION
.B13 AND OVER IS AVAILABLE

|14

e

13/16
3/8|

A
CRITCA
DINENSION

—__ DIA. HOLE (1 @ C/L OF ANCHOR
UNLESS OTHERWISE SPECIFIED)

2250i

8

SHOP NOTE:
THIS ANCHOR IS TO BE USED IN
EXTRUSION #

REVERSED

OTE:

625 DIMENSION IS MINIMUM BEND. .813 IS
NEXT AVAILABLE BEND DIM. ANY DIMENSION
813 A

ND OVER IS AVAILABLE

A
CRIICA
DNENSION
o

DIA. HOLE (1 ® C/L OF ANCHOR

|24

o0
ooy o
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>
.
N %
o 2
3 < g
3 3| g
S &
2 g
2 g
E Z
3 g
=1 @
5
E

* LENGTH

oA ( | sienom |
UNLESS OTHERMSE SPECIFIED) . AVAILABLE IN 6 WIDTHS .
PART‘ 141861 217/2°, 31/2°, 4 /2, 5 1/2°, 6 1/2°, 7 1/2".

SLIDE—-IN ANCHOR
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